
Important Information 

We recommend that luminaires are installed by 
a qualifi ed electrician ensuring the installation 
complies with current IEE wiring regulations 
BS7671:2018 & local building control.

• BELL will not accept responsibility for any claims  
 arising from a poor installation.

• The light source of this luminaire is not replaceable:  
 when the light source reaches end of life, the  
 whole luminaire must be replaced.

• Always switch o�  mains supply before installing.

• Ambient Temperature -25°C to +25°C.

Read these instructions before  installation and retain for future reference 

This equipment should be installed by a competent electrician

Technical Helpline +44 (0)1924 893380 British Electric Lamps Ltd, Unit A Foxbridge Way
Normanton Ind Est, Normanton, West Yorkshire. WF6 1TN
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Installation Instructions: Tro� er Backlit LED CCT Panel 
UGR <19 (11400)

This product may contain substances that can be hazardous 
to the environment if not disposed of properly. Electrical and 
electronic equipment should never be disposed of with general 
household waste but must be separated for its correct treatment 
and recovery. Where possible recycle your packaging.
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WARNING:
1.Switch off before installation.

2.Switch on only after complete installation and examination of the circuit.

Installation Procedure

Safety Instruction:

AC~

Basic safety precautions should always be followed when installing, including the following:
1. Read instructions carefully before installing. 
2. This LED Grille requires professional installation and maintenance.
3. The power supply of the LED  should be powered by a dedicated external LED driver.Grille
4. Disconnect the power supply before installing or maintenance.
5. Make sure the wires have been properly connected before powering on the device.
6. Ensure the product has enough space for heat dissipation. 
7. Ensure the luminaries are never covered by any heat insulation mat or slim layer material at anytime.
8. Dimmable version could be compatible with a wide range of recommended TRIAC dimmers.
9. IP20 for indoor use only, not for damp loaction; IP54 for indoor damp location.

10. Ambient Temperature: -10℃ to + 40℃, Avoid direct sunlight.
11. Storage Conditions: Cool & dry conditions.

CAUTION:
Make sure that the mounting surface or structural member used for installation can support the weight 

of LED Grille

Recessed with frame

① Open a hole on ceiling 
according to cutout size of 
recessed frame.

② Fix 2pcs of clips to one side 
of frame by screw, then insert 

the frame into ceiling.

Suspended

① 
place on the ceiling.

Fix the anchor into target 

② 
on the ceiling with plastic 

anchor.

Fix the installation mount 

③ 
with suspended installation kits,
adjust the length of steel wires.

Hang the  to ceiling LED Grille

④ 

driver terminal block respectively, 

turn on the power.

Feed the main AC wire in 

AC~

④ Feed the main AC wire 
in terminal block 

respectively.

③ Fasten the frame into ceiling 
by screwing another 2 pcs clips 
on the other side of frame.
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 Fix LED Grille light into 

the recessed frame 
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 Fix LED Grille light into 

the recessed frame 

1: Remove the ceiling tile

2: Feed the main AC wire into the   
 terminal block, connect the LED  
 light to the fi tting.

3: Fix the LED light in to the ceiling.

4: Make sure the LED light is fi rmly   
 fi xed, turn on the power.

Choose the colour temperature by sliding the switch to the desired position.
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